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NET PRICE LIST FOR WEBTEC FLOW INDICATORS
LISTINO DI PREZZI NETTI — MISURATORI DI PORTATA WEBTEC

DESCRIPTION CODE
Aluminium flow indicator with thermometer for oil 16 LPM / 3.5 IGPM FL 750-16 ABOT
Aluminium flow indicator with thermometer for oil 30 LPM / 8 IGPM FL 750-30 ABOT
Aluminium flow indicator with thermometer for oil 60 LPM / 14 IGPM FL 750-60 ABOT
Aluminium flow indicator with thermometer for oil 120 LPM / 26 IGPM FL 750-120 ABOT
Aluminium flow indicator with thermometer for oil 180 LPM / 40 IGPM FL 750-180 ABOT
Aluminium flow indicator with thermometer for oil 200 LPM / 45 IGPM FL 1500-200 ABOT
Aluminium flow indicator with thermometer for oil 300 LPM / 68 IGPM FL 1500-300 ABOT
Aluminium flow indicator with thermometer for oil 400 LPM / 90 IGPM FL 1500-400 ABOT

All flow indicators are complete with a Serial Number Conformity Certificate and a 4" test point in order to
check the pressure.

Max working pressure:

“FL750” Series: 420 bar and connection 3/4"” BSPF

“FL1500" Series: 350 bar and connection 1 1/2" BSPF

Tutti i flussometri sono venduti completi di una certificazione legata al numero di serie dell‘articolo e assemblati
con una minipresa da Y4 " per misurare la pressione.

Pressioni massime di esercizio:

Serie "FL750": 420 bar

Serie "FL1500": 350 bar
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Le informazioni contenute in questo messaggio e negli eventuali allegati sono da considerarsi strettamente riservati. La divulgazione e/o I'utilizzo non autorizzato
del contenuto di questo documento sono severamente vietati e verranno perseguiti a norma di legge. Qualora riceveste per errore questo comunicato Vi
preghiamo cortesemente di darcene notizia e di procedere alla distruzione dello stesso e degli allegati relativi.



