O GemeLs

HYDRAULIC VALVES

I GES

3-WAY HIGH PRESSURE
BALL VALVES

Edition. 21.0

® carbon steel STANDARD COMPOSITION OF VALVE

» Type: ball valve 3 way
» Sizes: from DN6 up to DN13
» Ends: BSP-NPT-SAE
* Pressure: up to PN500
« Temp range: from -20°C
to +100°C

1

WARNING!
Pressure inlet only
fron center port 1

Carbon Steel

P0S DESCRIPTION a1y MATERIAL
1 Body 1 1,0737

2 Adapter 2 1,0737

8 Ball 1 1,0737

4 Stem 1 1,0737

5 Ball seat 2 POM

6 Handle 1 ZINC

7 Washer 1 1,016

8 Washer 1 1,016

9 Stem ring 1 POM

10 Pin 1 1,0737
1" Seeger 1 1,4301
12 Adapter o-ring 2 NBR

13 Stem o-ring 1 NBR

14 Screw 1 Din 6921 8.8
15 Caps 3 PVC

158



O GeMeLS

HYDRAULIC VALVES

SMALLER DESIGN

CODE DESCRIPTION STRUCTURE

Type and way of valve
GEb 3-way

Ends

GASDIN/  NPTANSI SAE
1S0 228 /ASME J1926-1
BSP B1.20.1

G1/4 N 1/4 SAE4
G3/8 N3/8 SAE6
G1/2 N1/2 SAE8

Size
from DN6 to DN13

Body Material
®1=10737

Adapter material
®1=10737

Stem material

*On request

®1=10737 &4=14404* * Reduced bore
« Special threads
Ball Material - Pressure class up to PN50 Mpa
©1=10737 4=14404" » Pneumatic and electrical actuator
« Security block
Seat material « Locking device
A=POM
For further special requests please consult
Seal material our technical/commercial service.
B =NBR
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HYDRAULIC VALVES
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GES DIN/ISO 228 BSP

Carbon Steel

I Y I I N N N 3 N N S A B N T R M N I K e coe

MPa 50 mm 33 143 69 404 111 4715 26 42 110 87 510 4 34 9 6 kg 0411

GE5G 1/4 6 G1/4 GE5GGT15011A000
Psi. 7250 |inch 130 056 272 159 044 186 102 165 433 343 020 016 134 035 024 |lb 09N
MPa 50 mm 35 15 71 418 111 4915 30 46 110 89 51 4 34 9 10 |kg 0512

GE5G 3/8 10 . G3/8 GE5GGT25011A000
Psi. 7250 |inch 138 059 280 165 044 194 118 181 433 350 020 016 134 035 039 |lb 113
MPa 50 mm 40 183 83 444 111 5415 35 b4 110 94 5,1 4 36 9 13 |kg 072

GE5G 1/2 13 G1/2 GE5GGT35011A000
Psi 7250 |inch 157 072 327 175 044 213 138 213 433 370 020 016 142 035 051 |lb 159

FIXING HOLES
INCLUDED
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GES ANSI/ASME B1.20.1 NPT

Carbon Steel

I Y I I N N N 3 N N N A B N T I M N E K e coe

MPa 50 mm 33 143 69 404 111 4715 26 42 110 87 510 4 34 9 6 kg 0411

GE5N 1/4 6 N1/4 GE5NNT15011A000
Psi. 7250 |inch 130 056 272 159 044 186 102 165 433 343 020 016 134 035 024 |lb 09N
MPa 50 mm 35 15 71 418 111 4915 30 46 110 89 51 4 34 9 10 |kg 0512

GESN3/8 10 . N 3/8 GESNNT25011A000
Psi 7250 |inch 1,38 059 280 165 044 194 118 181 433 350 020 016 134 035 039 |lb 113
MPa 50 mm 40 183 83 444 111 5415 35 b4 110 94 5,1 4 36 9 13 |kg 072

GE5N1/2 13 N1/2 GESNNT35011A000
Psi 7250 |inch 157 072 327 175 044 213 138 213 433 370 020 016 142 035 051 |lb 159

FIXING HOLES
INCLUDED

m The company reserves the right to operate dimensional changes without prior notice.
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HYDRAULIC VALVES

GES SAE J1926-1

Carbon Steel

I Y I N N N N N N N N A N T I M N I K e coe

MPa 50 mm 33 143 69 404 111 4715 26 42 110 87 7/16 510 4 34 9 6 kg 0411
GE5 SAE4 6 GESEEE05011A000
Psi 7250 |inch 130 056 272 159 044 186 102 165 433 343 UNF 020 016 134 035 024 |lb 09
MPa 50 mm 35 15 71 418 108 4915 30 46 110 89 9/16 b1 4 34 9 10 |kg 0512
Psi 7250 |inch 1,38 059 280 165 043 194 118 181 433 350 UNF 020 016 134 035 039 |l 113
MPa 50 mm 40 183 83 444 111 5415 35 B4 110 94  3/4 51 4 36 9 13 |kg 072

Psi 7250 |inch 157 072 327 175 04k 213 138 213 433 370 UNF 020 016 142 035 051 |l 159

GE5 SAE6

0 GESEEE15011A000

GES5 SAE8 13 GESEEE25011A000

FIXING HOLES
INCLUDED

The company reserves the right to operate dimensional changes without prior notice. [l



